Using volatile technology, combustion is more sufficient, stable, high thermal efficiency.
It can operate under the -41℃, and completely solve the problem of the heating requirements of outdoor tents in low-temperature environment.

	Model

	FJH-5A


	Heat Flow（kw）

	5

	Oil Consumption（L/h）

	0.63

	Working Voltage（V）

	12/24

	Power Consumption（W）

	100

	Weight（kg）

	17

	Outside Dimension（L*W*H）(mm）

	450*260*376

	Working Temperature

	-41~+55℃

	Storage Temperature

	-55~+70℃

	Tank Volume（L）

	-55~+70℃

	Scope application
	Suitable for outdoor camping tent, square cabin, RV and other heating



Features:
1. The structure is compact, and the fuel tank is integrated with the switch.
2. Combustion efficiency >99%, low energy consumption, reliable performance. fast heating.
3. The oil pump is controlled by frequency conversion, which ensures more accurate oil quantity and lower emission.
4. The power can be adjusted and can be selected from 10'C to 30'C automatically.
5. With high altitude compensation device, it can guarantee the normal use of 5000 meters above sea level and other bad conditions.
6. Equipped with rectifier transformer power supply, it can use 220V ac power supply.
7. Low noise, install muffler.
8. Adopt aluminum alloy casting, no smell, exhaust emissions comply with European environmental standards
9. Portable mode, easy to move.

